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OSHA: Occupational Safety and Health Administration

AIHA: American Industrial Hygiene Association Workplace Environmental Exposure Level (WEEL)

Specific Physical Form:
Odor, Color, Grade:
General Physical Form:
Autoignition temperature
Flash Point

Flash Point

Flammable Limits - LEL
Flammable Limits - UEL
Boiling point

Vapor Density
Vapor Pressure

Specific Gravity
pH
Melting point

Solubility in Water

Evaporation rate

Volatile Organic Compounds

Kow - Oct/Water partition coef
VOC Less H20 & Exempt Solvents
Viscosity

Liquid in bag or can with cloth pads
citrus-like odor

Liquid (Lint-free cloths soaked with liquid)
No Data Available

165 °F [Test Method: Open Cup]

144 °F [Test Method: Closed Cup]

No Data Available

No Data Available

380 °F - 480 °F

>1 [Ref Std: AIR=1]
<1 mmHg [@ 25°C]

0.76
7.0
No Data Available

Nil

No Data Available
Approximately 740 g/1
No Data Available
760 g/1

1.5 centipoise

Stability: Stable.

Materials and Conditions to Avoid:
10.1 Conditions to avoid

Sparks and/or flames

10.2 Materials to avoid

Strong oxidizing agents

Hazardous Polymerization: Hazardous polymerization will not occur.

Hazardous Decomposition or By-Products -

Substance
Carbon monoxide
Carbon dioxide

Condition

Not Specified
Not Specified
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Please contact the address listed on the first page of the MSDS for Toxicological Information on this material and/or its
components.

ECOTOXICOLOGICAL INFORMATION

Not determined.

CHEMICAL FATE INFORMATION

Not determined.

Waste Disposal Method: Incinerate in an industrial or commercial facility. As a disposal alternative, dispose of waste product in a
facility permitted to accept chemical waste.

EPA Hazardous Waste Number (RCRA): Not regulated

[ Since regulations vary, consult applicable regulations or authorities before disposal. |

Please contact the emergency numbers listed on the first page of the MSDS for Transportation Information for this
material.

US FEDERAL REGULATIONS

Contact 3M for more information.

311/312 Hazard Categories:
Fire Hazard - Yes Pressure Hazard - No Reactivity Hazard - No  Immediate Hazard - Yes Delayed Hazard - No

STATE REGULATIONS

Contact 3M for more information.
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CHEMICAL INVENTORIES

The components of this product are in compliance with the chemical notification requirements of TSCA.

All applicable chemical ingredients in this material are listed on the European Inventory of Existing Chemical Substances (EINECS),
or are exempt polymers whose monomers are listed on EINECS.

The components of this product are listed on the Canadian Domestic Substances List.

Contact 3M for more information.

Additional Information:  All components are on the TSCA; EINECS; and CDSL Inventories.

INTERNATIONAL REGULATIONS

Contact 3M for more information.

WHMIS: Hazardous

[ This MSDS has been prepared to meet the U.S. OSHA Hazard Communication Standard, 29 CFR 1910.1200. |

NFPA Hazard Classification
Health: 2 Flammability: 2 Reactivity: 0 Special Hazards: None

National Fire Protection Association (NFPA) hazard ratings are designed for use by emergency response personnel to address the hazards that are
presented by short-term, acute exposure to a material under conditions of fire, spill, or similar emergencies. Hazard ratings are primarily based on the
inherent physical and toxic properties of the material but also include the toxic properties of combustion or decomposition products that are known to
be generated in significant quantities.

HMIS Hazard Classification
Health: 2 Flammability: 2  Reactivity: 0 Protection: B

Hazardous Material Identification System (HMIS(r)) hazard ratings are designed to inform employees of chemical hazards in the workplace. These
ratings are based on the inherent properties of the material under expected conditions of normal use and are not intended for use in emergency

situations. HMIS(r) ratings are to be used with a fully implemented HMIS(r) program. HMIS(r) is a registered mark of the National Paint and
Coatings Association (NPCA).

Revision Changes: Not Applicable

DISCLAIMER: The information in this Material Safety Data Sheet (MSDS) is believed to be correct as of the date issued. 3M
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MAKES NO WARRANTIES, EXPRESSED OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY
OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR COURSE OF PERFORMANCE OR USAGE OF
TRADE. User is responsible for determining whether the 3M product is fit for a particular purpose and suitable for user's method of
use or application. Given the variety of factors that can affect the use and application of a 3M product, some of which are uniquely
within the user's knowledge and control, it is essential that the user evaluate the 3M product to determine whether it is fit for a
particular purpose and suitable for user's method of use or application.

3M provides information in electronic form as a service to its customers. Due to the remote possibility that electronic transfer may

have resulted in errors, omissions or alterations in this information, 3M makes no representations as to its completeness or accuracy.
In addition, information obtained from a database may not be as current as the information in the MSDS available directly from 3M.

3M MSDSs are available at www.3M.com
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